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SPECIAL NOTES:

1.CONTRACTOR SHALL INSTALL CONDUIT AT SUFFICIENT DEPTH
TO AVOiID DISTURBANCE DURING ROADWAY CONSTRUCTION. .
CONDUIT SHALL BE INSTALLED PRIOCR TO BEGINNING ROADWAY
CONSTRUCT ION.

2.THE TACTILE ARROWS FOR THE AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTONS SHALL BE LOCATED PARALLEL TO THE CROSSWALK
FOR WHICH THEY APPLY.
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"PHASING NOTES:

1.
2.

PHASES ASSOCIATED

BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.

e GENERAL NOTES _
% 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY
e D AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS
L1l TEL EPHONE 157~ UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
§§7 TELEPHONE }g,g FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE
N CELEHONE 1573 TRAFFIC SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NQOTIFY THE PROJECT ENGINEER
Sid TELEPHONE 20°-1" IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
o] TELEPHONE 20°11" 2. VERIFY PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
S CABLE 22,220 3. THE SIGNAL CONTRACTOR SHALL DETERMINE IF ANY WORK BY OTHER CONTRACTORS CAN
7o SECONDARY sy Sa/iw ~ NOT BE COMPLETED UNTIL INSTALLATION OF SIGNAL EQUIPMENT IS COMPLETE. THE
" ( SIGNAL CONTRACTOR SHALL NOTIFY OTHER CONTRACTORS OF THIS WORK.
dag | 4. REFER TO MAINTENANCE GF TRAFFIC PLANS FOR ADDITIONAL PAVEMENT MARKING DETAILS.
———— 5. REMOVE AND DISPOSE OF JALL UNUSED SIGNAL CABLE FROM EXISTING CONDUITS. HANDHOLES.
; POLE BASES AND CABINET.
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CONSTRUCTION DETAILS | CONSTRUCTION DETAILS CONTINUED
A INSTALL 10 FT._SREAKANAY PEOESTAL POLE WITH COUNTOOWN PEDESTRIAN SIGNAL EAD. . JUSTALL 10,£T, BREAANAY EEDESTAL ROLE W cOUNTODM PERESTRLAN SicAAL UEAD, | MIDIBLE
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING | " " | |
LRt R R oL B L O R A Pelsh BUTTON T6 chose moarA LN AR Rer v NG <@ SIGN TO READ “PUSHBUTTON TO CROSS POST OFFICE ENTRANCE”. INSTALL 2-2 IN. SCHEDULE 80+ 90
(INSTALL 2-2 IN. SCHEDULE 80. 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT Ly DEGREE POLYVINYL CHLORIODE ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE.) ‘
LNSIALL 272 1N, SCHEDU ' ' A S. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/
© g, Genoe [N PEDESTA . ' ’ﬁ? TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-4(1)
'C. INSTALL 2 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED). | 7, SLON TO READ ~PUSHBUTTON TQ CROSS RIVER ROAD . INSTALL 2-2 IN. SCHEDULE 80. 90 DEGREE
D. INSTALL 4 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED). RS T. REMOVE EXISTING SIDEWALK. INSTALL 2 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT
E. INSTALL 3 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED).
F. REMOVE EXISTING PEDESTAL POLE AND FOUNDATION 12 IN. BELOW GRADE ) ( TRENCHED) AND REPLACE 4 IN. CONCREIE SIDEWALK.
R TR i . ‘ U. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/
H. USE EXISTING CONDUIT. | STON TG READ “PUSH BUTTON TO CROSS SHOPPING CENTLR ENTRANGE Y. (INSTALL 2-2 1N. SCHEDULE 80
. N "PUSH BU " - : L .
v+ poE EX1STING BASE MOLNTED CABINET AND CONTROLLER. INSTALL 2-WIRE CENTRAL .CONTROL UNIT. 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE). |
L. CAP AND ABANDON EXISTING CONDUIT. -
M. USE EXISTING STEEL POLE. INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE POLYVINYL CHLORIDE STAGE 1 CONSTRUCTION - TSP-1
ELECTRICAL CONDUIT BEND IN POLE BASE. REVISIONS APPROVALS ‘// .
N. ?gwfggfggﬁ%éTéTgNEEGEékogEégg Liggglg%%gsmmms OF SPARE CABLE SHALL BE INSTALLED , LP MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
| 0 REWIRE EXISTING SIGNAL HEADS. ' — T \ w{é\i{/ ) Office of Traffic & Sdafely
- " USE EXISTING PEDESTAL POLE AND INSTALL COUNTDOWN PEDESTRIAN SIGNAL. AUDIBLE/TACTILE - TE LEADERN, TRAFFC EXGREEZYS A onvsn
LRG0 2 PR PEDESTRIAN CUSKBUTION INSTALLED WiTh VIBRATING ARROW EOINTING LEFT ah0 RI0-4:1) SIoH N/ | TRAFFIC ENGINEERING DESIGN DIVISION
o | v ““AND REMOVE EXISTIN | |
o éEEICATLR{gﬁELE A a _ ?ﬁg%iTRI?g E%GNQ%EHEAD PEDES‘{’A POLE IT | | ' I | ASST, TRAFFIC E\?_N NG DESIGN OIVISIoN TRAFFIC SIGNALIZATION PLAN
g £ — g LL AKAWAY L POLE WITH COUNTDOWN PEDESTRIAN SIGNAL. AUDIBLE/ D ’
TELEPHONE r TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-4(1) Whi+man. Requard+t (B) BEOMETRI MPROVENENTS ' N MD 190 AND GIANT SHOPPING CENTER
GAS G SIGN TO READ “PUSHBUTTON TQ CROSS RIVER .ROAD”. INSTALL 2-2 IN. SCHEDULE 80. 90 DEGREE" and Associates. LLP CONTRACT NO.MO3S4SIT4 12708705 O
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